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J.P. Bowlin is a quality-driven Calibration Company
that has provided calibration, repair and sales

of all types of weighing and measurement products since 1931.



Competence for Safety 

Our company offers a number of products that some of our 
customers use in combination with equipment from other 
manufacturers. This is why we have to check not only the 
functioning of these systems, but also their safety features 
with respect to explosion protection. 
 
ATEX Article 137|138 requires operators of equipment in 
hazardous areas to generate documents attesting to the  
explosion-protection rating of the equipment. Such  
documentation must describe, for example, the division of 
zones in production areas, measures taken to protect  
employees, and proof that the entire system is approved for 
use in hazardous areas. 

 
For more information about the risk analysis  
for non-electrical equipment in our ” Risk 
analysis” flyer. Please request a copy. 
 
 

For most equipment combinations consisting entirely of  
Sartorius equipment, the relevant aspects are tested and 
documented in the "Verification of Intrinsic Safety" which is 
included with explosion-protected equipment. 
 
For combinations of Sartorius EX-protected products with 
equipment from other manufacturers, the customer can 
choose from three options: 
 
1.   With the required expert knowledge you can test your 

equipment for compatibility yourself. The data on  
      Sartorius equipment needed for this testing is included in 

the "Verification of Intrinsic Safety," which is available at 
no additional charge. 

or 
 
2.   You can avail yourself of our new Ex-consulting services 

and benefit from Sartorius' expertise in all areas of  
      explosion protection. 
 
In each case, specification sheets must be provided on  
equipment from other manufacturers so that the relevant 
data can be checked. 
 
 

1st Example  
Inspection of Ex-safety aspects in the  
combination of a Sartorius product with a 
product from another manufacturer 
 
Inspection of Ex-safety aspects in the combination of:  
− a Sartorius indicator with weigh or load cells from  

another manufacturer; for example, an FCT01-X/XV1  
terminal or CIXS3 indicator with load cell x  

− a Sartorius Ex platform with an indicator or transmitter 
from another manufacturer; for example a  
CAPXS. / IUXS./ IFXS. platform with indicator y 

 
  Order number for the inspection:  YSUPX1 

             
The result is the statement of conformity; i.e., Products x/y 
can be combined, yes or no. When "No" is the result, we are 
happy to suggest an alternative. 
 
 If the conformity statement is positive, the customer can 

order a certificate of intrinsic safety for the configura-
tion tested, for inclusion with the explosion-protection 
documents, under the order number:                      
 YSUPX2  

 
The fee for the previous service, ordered under YSUPX1, is 
applied to this fee. 



2nd Example 
Combination of Sartorius indicator with 
valves 
 
Inspection of EX-safety aspects in the combination of a  
Sartorius indicator CIXS3 with valves that are not listed in 
the certificate of intrinsic safety for filling application H3 or 
H4; for example, CIXS3+H3 with valve z 
 
 Order number for the inspection: YSUPX3 

 
The result is the statement of conformity; i.e., Products y/z 
can be combined, yes or no. When "No" is the result, we are 
happy to suggest an alternative.  
 
If the conformity statement is positive, the customer can 
order a certificate of intrinsic safety for the configuration 
tested, for inclusion with the explosion-protection  
documents, under the order number: YSUPX4                 
 
The fee for the previous service, ordered under YSUPX3, is 
applied to this fee. 

3rd Example 
Manufacturing information for non-electrical 
equipment  
 
You use our equipment in your own production (for example, 
for mobile batching scales). In this case, ATEX regulations 
require that non-electrical equipment be inspected as well.   
 
For these parts (e.g., rollers, keypad overlay, plastic housing), 
the customer can receive manufacturing information from 
Sartorius in conformance with the applicable standard, EN 
13463-1 ("Non-electrical devices for use in hazardous ar-
eas").   
 
When placing the order, the customer must provide us with a 
specific formulation of requirements, area of use, documen-
tation, and illustrations of equipment (in English or German). 
 
 Order number for the manufacturing information:  

YSUPX5    
      GLP:  According to cost estimate based on inspection of  

documents submitted by the customer. 
 
 
 
The documents provided by Sartorius within the scope of the 
support services described above are in German or English. If 
a different language is required, a fee for translation of these 
documents will be added to the service fee in accordance 
with the cost estimate. 
 
If you have a customer request please contact your sales 
consultant. 
 

 
For more information about the Sartorius  
product range available for potentially  
explosive atmospheres, see our “Sartorius Ex 
products overview” flyer. Please request a copy. 

Sartorius AG 
Weender Landstrasse 94-108 
37075 Goettingen 
 
www.sartorius.com 

 
Name                     __________________________________
             
Company                __________________________________
                         
Street Address        __________________________________ 
 
City | Country |  ZIP _________________________________ 
 
Phone                    __________________________________
             
Fax                         __________________________________ 
 
E-Mail                    __________________________________ 

    I would like to have a sales  
        consultant phone me. 
 
Please send me your written information on 
the following: 
 

    A brief overview of Sartorius EX  
        weighing equipment  

    Explosion protection document 
 Dust explosion protection 
 ATEX category 3 (Zones 2 and 22) 
 Risk assessment for non-electrical  

        equipment 

FAX REPLY   +49 (0)551.308.3495 




